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Depth adjustable range for RMD11AA01: 500 to 850

31 319
50

18

44

Depth adjustable range for RMD11AA00: 345 to 500
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D11A
SANUPS

Rack mounting brackets in the back*

　Dimensions (unit: mm)

■ Parallel Operation Cabinet (for 6 Inverter Units) ■ Inverter Unit

■ Support Rails for Parallel Operation Cabinet (Optional)

■ Parallel Operation Cabinet (for 5 Inverter Units)■ Parallel Operation Cabinet (for 3 Inverter Units)

Model No. PD-D11AB15USModel No. PD-D11AB13US

Model No. PD-D11AB16US

To use these support rails, 1U space is required under the unit to be mounted.

*When these brackets are used to mount the inverter unit in the rack, rack support rails are not required.

Shown are the dimensions of inverter units with a bypass circuit. Inverter units without a bypass circuit lack AC input terminals or AC input connectors.

■ Inverter Unit with Single-Unit Operation Cabinet
Model No. D11A102B011SUS

Mass: 10 kg

Mass: 10 kg Mass: 12 kg

Mass: 13 kg

Mass: 8 kg
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Note: For any inquiry or consultation, please contact our sales department.

Notes before Purchase
Before installing, assembling, and using the product, please read 
Instruction Manual carefully and use it properly.

When using this product in the following applications, consult us in 
advance because special considerations are required for operation, 
maintenance, and management. 

(a) Medical equipment that may have direct effects on human life or 
human body.

(b) Trains, elevators, and other machinery that can cause injury.

(c) Socially and publicly important computer systems.

(d) Other equipment that is related to safety of human life and that can 
have major impact on maintenance of public functions.

For use in an environment where vibration is present, such as in a car or 
a ship, please consult us in advance. 

Never attempt to disassemble or alter the product in any way.

For installation and maintenance work of the product, please consult us 
or properly licensed personnel.

Products listed in this catalog may be regulated by export laws and 
regulations in each country. When exporting these products, compliance 
with each country's respective export laws and regulations is highly 
recommended.

SANYO DENKI will not be liable for any direct or indirect damages or 
loss, including but not limited to equipment downtime, missed power 
sales revenue, business interruptions, increased power purchases, 
resulting from the use of or inability to use our products or services.

https://www.sanyodenki.com

http://www.sanyodenki.us

TEL: +81 3 5927 10203-33-1 Minami-Otsuka, Toshima-ku, Tokyo 170-8451, Japan

The names of companies and/or their products specified in this catalog are the trade names, and/or trademarks and/or registered trademarks of such respective companies.
Specifications are subject to change without notice.

TEL: +1 310 783 5400
468 Amapola Avenue Torrance, CA 90501, U.S.A.
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